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o No smoking, eating or drinking in an exclusion zone or before
personne! decontamination. Ingestion of contaminants is the second
most likely means of introducing toxic substances into the body.

o In any unknown situation, always assume the worst conditions and
plan responses accordingly.

e Personal protective equipment is never 100% effective, so all personnel
must minimize contact with potentially contaminated material. Do not
place equipment on potentially contaminated ground. Do not sit or
kneel on potentially contaminated material. Avoid standing in or
walking through puddles or stained soil.

o Avoid heat and other work stresses related to the wearing of protective
equipment and clothing. Work breaks should be scheduled, and
actually taken, to prevent stress-related accidents or fatigue.

o As often as feasibly possible, the handling of contaminated materials
should be done remotely. Every effort should be made to identify the
contents of containers found on-site before they are subject to material
handling applications.

o Personnel must be observant of not only their own immediate
surroundings, but also of others.

o Contact lenses are not allowed to be worn on site. If any contaminated
substance enters the eye the lenses impede proper flushing of the eye.

o Rigorous contingency planning and dissemination of all plans to all
personnel minimizes the impact of rapidly changing safety protocols in
response to changing site conditions.

o Personnel must be aware that chemical contaminants may mimic or
enhance symptoms of other illness' or intoxication. Avoid use of
alcohol, or working while feeling ill, during field assignments.

The Health and Safety Officer or their designee will maintain project Health
and Safety records in a safe and secure method. The Health and Safety
records will remain on site for the duration of the project so that any
designated replacement can update and maintain the records. At the
completion of the field work the records will be included with the overall
project file.
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5.0 PERSONAL PROTECTIVE EQUIPMENT

Site workers will be provided with the appropriate personal protective
equipment (PPE) and will be trained on the use of this equipment prior to
initiation of this project. PPE will be selected to provide an appropriate level
of protection against known and reasonably anticipated site hazards. Given
the available data, the level of PPE selected for the former brickyard property
is a modified Level D which will include the items summarized in Table 6.

Table 6: Site-Specific PPE Components

Area PPE Item
Head Hard Hat (OSHA approved)
Feet Work Boots (steel-toed)
Skin Tyvek Suit
Nitrile Gloves
Hearing Bar Plugs/Hearing Protection
Vision Safety Glasses

The level of PPE will be continually evaluated and will be modified as
necessary, depending on site conditions. If necessary, the level of PPE will be
upgraded to one of, or a combination of the following levels:

Level C protection consists of:

(a) full face air-purifying respirator

(b) Tyvek or Poly-tyvek coveralls

(¢) gloves, chemical resistant (taped to coveralls)
(d) boots, chemical resistant (taped to coveralls)

(e) hard hat at drilling site
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Level B protection consists oft

(a) minimum of the Level C protection for the body, plus

(b) Positive pressure Self-contained Breathing Apparatus (SCBA)
or a tethered cascade breathing system.

It will be the responsibility of the on-site Health and Safety Officer to insure
that all personnel and subcontractors are knowledgeable of the level of
personal protection required in all work situations. Further, it is the
obligation of the Health and Safety Officer to see that proper equipment is
worn and work rules are observed. All subcontractors are responsible for
supplying their personnel with the necessary equipment.
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6.0 AIR MONITORING

If VOC concentrations above the recommended threshold of 5 ppm above
background are observed, work activities will be halted and monitoring
continued. If organic vapor levels are greater than 5 ppm sustained (15-
minute average) over background but less than 25 ppm over background at
the perimeter of the work area, activities will resume provided: the organic
vapor level 200 feet downwind of the work area or half the distance to the
nearest residential or commercial structure, whichever is less, is below
5 ppm. If air sampling indicates airborne concentrations of volatile organic
compounds above the permissible exposure limits, then site operations will
cease and personnel will leave the immediate work area. Work will resume
when ambient monitoring indicates that airborne concentrations have
stabilized below the permissible exposure limits.

If orgamnic levels persist above 5 ppm above background 200 feet downwind or
half the distance to the nearest residential or commenrcial structure, then air
quality will be monitored within 20 feet of the perimeter of the nearest
residential or commercial structure. If efforts to abate the emission are
unsuccessful and if the levels in the 20 foot zone are approaching 5 ppm
above background for more than 30 minutes or are greater than 10 ppm, then
the following Major Vapor Emission Response Plan shall be placed into effect:

1.)  All emergency response contacts listed in this Health and Safety Plan
will go into effect and the local police will be contacted and advised of the
situation.

2.)  Frequent air monitoring will be conducted at 30 minute intervals
within the 20 foot zone. If two successive readings below action levels are
measured, air monitoring will be halted or modified by the Safety Officer.

The proposed site activities are not anticipated to result in the generation of
fugitive dusts.
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7.0 TRAINING & MEDICAL SURVEILLANCE
7.1 Personnel Safety Training

All site workers and other site personnel shall receive appropriate training
pertaiming to site hazards prior to engaging in site activities. All TCC
personnel have received a minimum of 40 hours of comprehensive health and
safety training (29 CFR 1910.120), with an annual 8 hour refresher course.

All site workers must recognize and understand the potential hazards to
health and safety that are associated with the site and must be thoroughly
familiar with programs and procedures contained in the site safety plan.

The objectives of TCC training program, for employees involved in hazardous
site activities are:

o To make workers aware of the potential hazards they may encounter.

o To provide the knowledge and skills necessary to perform the work
with minimal risk to the health and safety of the workers.

o To make workers aware of the purpose and limitations of safety
equipment.,

o To ensure that workers can safely avoid or escape from emergencies
7.2 Medical Surveillance

All TCC personnel working on the site are currently involved in a medical
monitoring program in accordance with 29 CFR 1910.120.

Based on the proposed scope of work, the potential for exposure to site
contaminants of concern (COCs) is considered to be negligible. Medical
monitoring for the primary COCs is currently performed as part of the
existing TCC medical monitoring program. The provisions for alterations to
the existing medical surveillance program will be made by the Health &
Safety Officer based on the site characterization and job hazard analysis.
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8.0 WORKING ZONE
8.1 Exclusion Zone

An exclusion zone will be established in areas where work activities will
occur. The Exclusion Zone will be cordoned off while work is in progress.
Entry to and exit from this area will be provided only to those persons
directly involved in the work activities and only if the prescribed level of
personal protection is worn.

The personnel working in the Exclusion Zone will be the health and safety
officer, work crews, and specialized personnel. All personnel within the
Exclusion Zone must wear the level of protection required by the site safety
plan. All personnel in the Exclusion Zone will be health and safety trained.

8.2 Contamination Reduction Zone

The Contamination Reduction Zone (CRZ) if needed will be established at the
perimeter of the exclusion zone, where personal decontamination will take
place. The CRZ is a transition =zone between contaminated and
uncontaminated area of the site.

When personnel, equipment, or materials suspected to be contaminated are
taken out of the exclusion zone, as they will pass through the CRZ, they will
be properly contained, or decontaminated. All decontamination fluids,
disposable products such as disposable towels, and other material necessary
for personnel and portable equipment decontamination will be set up in the

CRZ.

Following decontamination, equipment and personnel are considered clean,
and then are allowed to exit the CRZ.

8.3 Support Zone

The Support Zone, if needed, is considered the area outside the CRZ. The
Support Zone will be reserved for the support vehicle and for clean equipment
storage. It is separated from the CRZ, and is considered a "Clean” area. Only
uncontaminated and or decontaminated personnel or materials may enter
this zone from the CRZ.

The support vehicle serves as the communications center, clean storage area,
and source of emergency assistance for field operations. Certain safety
equipment (i.e. fire extinguisher, first aid kit, etc.) are stored in the support
vehicle.

N:\ 8V 80200-80300% 80248.01 - Kingston Brickyard\ HASP Kingston Brickyard.doc The Chazen Companies
November 2005



Field Health & Safety Plan
Former Brickyard property Page 26

9.0 DECONTAMINATION

Standard operating procedures are in place to minimize site workers contact
with site contaminants and thus, the potential for contamination. However,
decontamination procedures are necessary to remove and/or minimize
contaminants that have accumulated on equipment and potentially on site
personnel.

9.1 Personnel and Equipment Decontamination

All personnel and equipment leaving a work zone must be decontaminated.
Decontamination procedures prior to leaving Level "D" areas will consist of
brushing loose soil from clothing and equipment, washing equipment and
clothing with water and a mild detergent. Disposable gloves, scoops, paper
towels and Tyvek suits will be discarded in trash receptacles provided within
these areas. All wastes generated in Level "D" areas will be bagged and
disposed of on site without any additional restrictions.

The decontamination for Level "C", if needed will involve a plastic liner to
"catch" wash solutions and contaminated soil. When exiting the work zone,
workers will enter the decontamination zone. Instruments, sample
containers, and reusable equipment will be placed on a plastic covered table.
These items will be cleaned with the appropriate cleaning solutions. The
workers will then decontaminate their protective clothing. Disposable items
will be discarded in trash receptacles which will be provided within the
decontamination area.
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10.0 EMERGENCY/CONTINGENCY PLAN

10.1 Personnel Roles, Lines of Authority, and Communication

The Health & Safety Officer (HSO), or the on-site designee, is the primary
authority for directing site operations under emergency conditions. All
Health and Safety related emergency communications both on and off site
will be directed through the Health and Safety Officer.

10.2 Site Evacuation

All work crews will continually be aware of their surrounding conditions
including the general wind conditions while on site. When conditions warrant
moving away from a work site, the field crew will relocate up wind at a
distance of approximately 100 feet or more, as directed by TCC health and
safety procedure. If site access is restricted, or limited in any way, the crew
may be instructed by the HSO to evacuate the site rather than move upwind,
especially if an upwind withdrawal moves the field crew away from an
acceptable escape route.

If conditions warrant a site evacuation, the field crew will proceed upwind of
the work site and will notify the HSO, or their designated representative. If
the decontamination area is upwind and more than 500 feet from the work
site, the crew will pass through the decontamination area to remove their
outer suits. Following decontamination, the field crew will proceed to the
support vehicle and an assessment of the situation will be made by the HSO,
and/or their designated representative. As soon as it is practical, and as
additional information about site conditions is received from the field crew,
the situation will be communicated to the Health and Safety Supervisor,
Health and Safety Manager, and or the project manager, and, if applicable
the appropriate local emergency response agencies.

Representative for local emergency agencies will be informed of the proposed
schedule and activities prior to the initiation of on-site work. The emergency
response capabilities of the local authorities and agencies will be assessed
prior to the initiation of work. Prior to the evacuation of the off site area, the
Exclusion Zone and the CRZ will be expanded, as practical to reduce the
potential for community exposure. Monitoring of the expanded CRZ will be
conducted to determine if evacuation is truly necessary.

When the HSO determines that conditions may actually warrant the
evacuation of downwind residences and commercial operations, local agencies
will be notified and assistance requested. Designated on site personnel will
imitiate evacuation of the immediate off site area without delay.
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10.3 Emergency Medical Treatment and First Aid

First aid will be provided to any person injured on site as needed. A First Aid
Kit will be available on the site. The injured person will then be transported
to trained medical personnel for further examination and/or treatment. The
preferred transport method is a professional emergency transportation
service; however, if this option is not readily available or would result in
excessive  delay, other ftransport 1is authorized. UNDER NO
CIRCUMSTANCES will an injured person transport themselves to a medical
facility for emergency treatment, no matter how minor the injury may
appear.

When an injury occurs in a downrange position, provisions for
decontamination of the victim will be made. However, if injuries are deemed
life-threatening, then normal decontamination procedures may be dispensed
with. In such cases arrangements will be made with the emergency
personnel, the emergency transport and the medical facility to provide the
necessary containment or decontamination.

10.4 Spill Response

The proposed site activities do not involve the use, storage or generation of
bulk quantities of petroleum, chemicals or hazardous wastes (i.e. drums,
containers ete.) which would present a potential for spill hazards.
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Report Date: 12/5/2006
Client Project |D: 80248.01
York Project No.: 06110771

Chazen Environmental Services
547 River St.
Troy, NY 12180

Attention: Kim Baines

Purpose and Results

This report contains the anaiytical data for the sample(s) identified on the attached chain-of-custody

received in our laboratory on 11/29/06. The project was identifed as your project “80248.01 *.

The analyses were conducted utilizing appropriate EPA, Standard Methods, and ASTM methods as detailed

in the data summary tables .

All' samples were received in proper condition meeting the NELAC acceptance requirements for
environmental samples except those indicated under the Notes section of this report.

All the analyses met the method and laboratory standard operating procedure requirements except as
indicated under the Notes section of this report, or as indicated by any data flags, the meaning of which is
explained in the attachment to this report, if applicable.

The results of the analyses, which are all reported on an as-received basis unless otherwise noted, are

summarized in the following table(s).

Analysis Results

Client Sample ID TP-H (0-2)
York Sample ID 06110771-01
Matrix SOIL
Parameter Method Units Results ML
TCLP Lead SWB46-1311/6010 mg/L 0.011 0.005
Units Key: For Waters/Liquids: mg/L = ppm ; ug/L. = pph For Soils/Solids: mg/kg = ppem ; ug/kg = ppb

Notes for York Project No. 06110771

1. The MDL (Minimum Detectable Limit) reported is adjusted for any dilution necessary due to the levels of target and/or non-
target analytes and matrix interference. This MDL is the REPORTING LIMIT and is based upon the lowest standard utilized for

calibration where applicable.

A

Approved By: /%j W/“ L

Robert Q. Bra

Managing Dir

tor

Page 2 of 2

Date: 12/5/2006
digy

Samples are retained for a period of thirty days after submittal of report, unless other arrangements are made.
York’s liability for the above data is limited to the dollar value paid to York for the referenced project.
‘This report shall not be reproduced without the written approval of York Analytical Laboratories, Inc.
All samples were received in proper condition for analysis with proper documentation.
All analyses conducted met method or Laboratory SOP requirements.
It is noted that no analyses reported herein were subcontracted to ancther laboratory.

YORK
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